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Product Summary 

Category:  Automatic Transfer Switch
Series:   ATS
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Product Variations

· ATS11, ATS11A, ATS12, ATS12A, ATS15A, ATS16A, ATS17, ATS18, ATS18A, ATS19, ATS21A
Features

· Reports Volts, Current, Watts

· 15, 20 30 versions for all 120VAC units
· 15, 20,30 versions for all 208-240VAC units 
· Power Source Indicator 
· RS-232 interface for local configuration

· Works with the DS-Series to provide SNMP, HTTP and SSH interfaces

· PCB-based design eliminates faulty wiring issues 
· 8-14ms switch time
Summary
Providing redundancy on the power circuit level is critical to maintaining uptime. The ATS provides a simple and reliable solution for automatically sensing power loss and seamlessly switching to a back up circuit. An onboard RS232 port allows for unit configuration, easy monitoring, and control of the power source. When used with a DS Series console access server, the ATS12 can be monitored via SNMP.
	Base Unit Model Number
	Total 

Output Receptacles
	Nema L5-20R
	Nema L5-30R
	Nema 5-15/20
	Nema L6-20R
	Nema L6-30R
	IEC

C13
	IEC

C19
	20amp
	30amp
	Volt

Meter
	Power Watt Meter 
	Current Amp Meter

	ATS11
	1
	* see note
	-
	-
	-
	-
	-
	-
	●
	●
	●
	●
	●

	ATS11A
	1
	** see note
	-
	-
	-
	-
	-
	-
	●
	●
	●
	●
	●

	ATS12
	12
	-
	-
	12
	-
	-
	-
	-
	●
	●
	●
	●
	●

	ATS12A
	12
	-
	-
	-
	-
	-
	12
	-
	●
	●
	●
	●
	●

	ATS15A
	4
	-
	-
	-
	4
	-
	-
	-
	●
	●
	●
	●
	●

	ATS16A
	24
	-
	-
	-
	-
	-
	24
	-
	●
	●
	●
	●
	●

	ATS17
	8
	2
	-
	6
	-
	-
	-
	-
	●
	●
	●
	●
	●

	ATS18
	2
	-
	2
	-
	-
	-
	-
	-
	●
	●
	●
	●
	●

	ATS18A
	2
	-
	-
	-
	-
	2
	-
	-
	●
	●
	●
	●
	●

	ATS19
	12
	-
	2
	12
	-
	-
	-
	-
	●
	●
	●
	●
	●

	ATS21A
	8
	-
	-
	-
	2
	-
	-
	6
	●
	●
	●
	●
	●

	
	
	
	
	
	
	
	
	
	
	
	
	
	


* The ATS11 has two power cords in and one power cord out. This unit is available with 15/20/30 inputs and outputs. Any of the power cords (in and out) can be configured to support any Nema 120VAC plug/receptacle type.
** * The ATS11A has two power cords in and one power cord out. This unit is available with 15/16/20/30 inputs and outputs. Any of the power cords (in and out) can be configured to support any Nema 208-240VAC plug/receptacle type or most international plug types.
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