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Product Summary on Product ID

Category:  208VAC Remote Power Sensor

Series:   RPS26ADEN
Product Variations

· RPS26ADEN-32
· RPS26ADEN-16/20
Features

· All-In-One Power Sensing, Metering and Environmental Monitoring

· Direct IP connectivity

· SNMP, SSH, HTTP and Telnet interfaces

· Dual Input

· 208V, 32,30,30 and 16 amp
·  (48) IEC320-C13R Receptacles, 230VAC Output (24 per input)
· Current, Voltage, Watts and Temperature Metering

· External Environmental Sensor Ports 

· Power Indicator, Current Alarm Status LED’s

· LCD Display for Power and Environmental status

· Zero U Vertical Mounting

Summary


The RPS26ADEN Remote Power Sensor is a power distribution unit that combines power and environmental monitoring into one convenient power management solution.  By addressing the needs to monitor power and temperature created by additional equipment in Data Centers and IT infrastructures, the RPS26ADEN unit provides you with the ability to increase the life expectancy of your equipment and ultimately your return on investments within these conditions.

Combined with Global Power Management software (http://www.baytech.net/gpm.shtml)  the RPS26ADEN’s provide an enterprise level solution for  monitoring power and the physical environmental.

Unit Specifications

Unit Type

· Remote Power Sensor


Certifications UL STD 60950-1-2002 CERTIFIED CAN/CSA C22.2 NO. 60950-1-03, CE, RoHS compliant







Power Plug Type

· Cord Length: 7ft
· IEC60309P (32A)
Receptacle Type

·  (48) IEC320-C19 Receptacles, 230VAC

Voltage Output

· 208 VAC  50/60 Hz 


Circuit Breakers

· (4) 20 amp breakers
Serial Interface

· EIA-232 Standard Protocol

Network Interface

· 10/100T

Indicators

· Power Indicator LED

· Current Alarm Status LED

· Network Link/ACT

· LCD Display


Mounting

· Vertically Mounted on Standard Rack  with standard or tooless mounting 


Case Dimensions

· 2.58 W x 2.075D x 59.57 L

Environmental Characteristics

· Operating Temperature: 0 to 40( C

· Storage Temperature: -40 to 80( C

· Humidity: 5 to 95% RH

Warranties

· Standard: 2 Year Parts & Labor

· Extended: 7% of List Price Per Additional Year

Operational Features


Unit Level Sensors


Current Sensors

· (4) Current Sensors-one per phase

Voltage Sensors

· (4) Voltage Sensors

Power Measurement

· Yes - WATTS/VA

Internal Temperature Sensor

· Yes

External Environmental Sensors
· Yes (2) External Sensor Ports

Internal Modem

· No

CISCO Interface Switch

· Yes

RS-232 Access

· Yes

Ethernet Access 

SNMP Access

· Yes
TELNET Access

· Yes
Transfer Switch

· No

Accessories

Adapters

· 9FRJ45PC-1
Cables

· RJ08X007
Rack Mount

· M140C127 B
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