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	RPC27-15NC
	RPC27-20NC
	RPC28-30NC

	Power Receptacle
	1 always on, 

20 switch-able ,

NEMA 5-15 receptacles 

110V AC (+10%), 50/60 Hz, 15 Amps
	1 always on, 

20 switch-able ,

NEMA 5-15 receptacles 

110V AC (+10%), 50/60 Hz, 20 Amps
	1 always on, 

20 switch-able ,

 NEMA 5-15 receptacles

 110V AC (+10%), 

50/60 Hz, 30 Amps

	Circuit Breaker
	125 VAC

15 Amp
	125 VAC

20 Amp
	125 VAC

two - 15 Amp breakers

	EIA-232 Serial Port
	8-pin modular connector 

(RJ-45)
	8-pin modular connector 

(RJ-45)
	8-pin modular connector 

(RJ-45)

	Network Interface
	See Note

	Protocols
	

	Frame Types
	

	Modem Interface
	

	Modem Connectors
	

	Dimensions
	1.75"w X 1.75"d X 65.76"h
	1.75"w X 1.75"d X 65.76"h
	1.75"w X 1.75"d X 65.76"h

	Weight
	10 lb., 0 oz.
	10 lb., 0 oz.
	10 lb., 0 oz.

	LED Indicators
	Green power LED, green receptacle status LED and red trip alarm LED
	Green power LED, green receptacle status LED and red trip alarm LED
	Green power LED, green receptacle status LED and red trip alarm LED

	Mounting (Optional)
	Vertical Mount
	Vertical Mount
	Vertical Mount

	Warranty
	One year on parts and labor
	One year on parts and labor
	One year on parts and labor


Note: The RPC’s have a RS-232 control port for use with the DS-Series SNMP controller, F-series SNMP controller, any terminal server or external modem. Dependant on the configuration, administrators can control the unit  through the internal menu or SNMP.
